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SOUTH LOOP DISTRICT POLE DESIGN (NON—BREAKAWAY)

POLES SHALL BE ROUND TAPERED WITH O0'—8" ARM.

POLE MATERIAL SHALL BE STAINLESS STEEL ASTM A240
(TYPE 201L) 50,000 PSI MIN YIELD AFTER MILL PROCESSING.

LUMINAIRE SLIPFITTER MATERIAL TO BE STAINLESS STEEL (TWIN ARM OPTION)

ASTM A312 (TYPE 304L).

BASE PLATE MATERIAL TO BE STAINLESS STEEL ASTM A240
(TYPE 304L) 25,000 PSI MIN YIELD.

A 2" x 7-1/2" SUPFITTER SHALL SECURE THE LUMINAIRE.

SERVICE CABINET

SERVICE CABINET TO BE FURNISHED AND
INSTALLED BY THE CONTRACTOR AS SPECIFIED IN
THE PLANS, SPECIAL PROVISIONS DIVISIONS SL
AND SS, AND AS APPROVED BY THE ENGINEER.

NOTES:

1. CONTRACTOR TO FURNISH AND INSTALL CONCRETE LIGHT FOUNDATION
(MODIFIED DESIGN "E” MnDOT STANDARD PLATE 8127) FOR ALL 30" POLES.

2. POLE FINISH SHALL BE PAINTED RAL 9011 SEMI-GLOSS GRAPHITE BLACK.

3. DO NOT GROUT BETWEEN THE BASE PLATE AND FOUNDATION. AIR MUST
BE ALLOWED TO FLOW THROUGH THE POLE TO PREVENT MOISTURE INSIDE
THE POLE.

4. CENTER OF LIGHT POLE BASES SHALL BE 3’ BEHIND FACE OF CURB.

5. POLE BASE AND HANDHOLE LOCATIONS SHALL BE AS APPROVED BY THE
ENGINEER. ALL CONDUIT IN COMMON HANDHOLES SHALL CONFORM TO
TYPICAL INSTALLATION DETAIL FOUND ON THIS SHEET.

6. NO LIGHTING CONDUIT SHALL BE PLACED IN IRRIGATION LINES SUCH AS
SPRINKLER SYSTEM LINES, ETC.

7. CONTRACTOR SHALL FURNISH AND INSTALL SERVICE
CABINETS AS SPECIFIED IN THE PLANS, SPECIAL PROVISIONS
DIVISIONS SL AND SS AND WHERE LOCATED AND
APPROVED BY THE ENGINEER.

8. CONTRACTOR SHALL FURNISH AND INSTALL PHOTOELECTRIC CONTROL
AND CHECK SWITCH IN THE SERVICE CABINET.
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2" (2-3/8" 0OD)
PIPE SLIPFITTER

20"

MILLERBERND MODEL
RS—IT—X4— ffi—300— #—PT
OR APPROVED EQUAL

30" MOUNTING
HEIGHT

(4) 17=8 NC x 3-1/2" LG
HVY HX HD BOLT,

HVY HX NUT, FLATWASHER
& LOCKWASHER

(ASTM A325-GV) (INSTALL
HEAD UP).

SET OF 4

1" x 36" ANCHOR BOLTS
PER MNDOT SPEC.
2545.2B2b AND 33865.

LIGHT FOUNDATION DESIGN E MODIFIED
(MN/DOT STANDARD PLATE 8127 MODIFIED TO
FIT 12" DIA. BOLT CIRCLE)

SEE POLE T—BASE DETAIL
ABOVE RIGHT.
DOOR 90" FROM ARM.

PAINTED
r

EXAMPLE: RS I T xmﬁ—@—kﬁ

{ L\F TWIN ARM

MOUNTING HEIGHT

40B1105 T—BASE
DOOR ASSY

ROUNDJ
STAINLESS STEEL
ARM TYPE INCLINE BEAM

TRANSFORMER BASE
POLE BASE DESIGNATION MFR. USE ONLY —

##=ARM LENGTH (FT) or (TO SLIPFITTER)

1S=NO ARM, TENON ON TOP or
1FS=NO ARM, SIDE DRILLED

[a—
— 5/16"—18NC X 3/4” LG
HX HD BOLT (F593C-SS) &
— ° — (2) BRASS FLAT WASHERS
— [—
8—1/2" |12-3/4"
CTRS SQ
410A69— 30
BASE PLATE (4) 1-3/16" DIAM
ON 12” DIAM BC
POLE T—BASE DETAIL
LEGEND
@ ROADWAY LIGHT IDENTIFIER 30’ POLE
x] FURNISH & INSTALL SERVICE CABINET
(SEE DETAIL & SPECIAL PRO\/\S\ONS)
— — =— FURNISH & INSTALL STREET LIGHT CONDUIT
L FURNISH & INSTALL STREET LIGHT
L FURNISH & INSTALL HANDHOLE
TYPICAL INSTALLATION (p\om view)
STREETLIGHT BASE
¢ OF STREETLIGHT/PEDLIGHT gj (NOTE: 3’ EXTRA
TYPICALLY 3° BACK CONDUIT REQUIRED

OF CURBFACE

FACE OF CURB STREET LIGHT BASE)
N _— PEDLIGHT BASE

TO CURVE UP INTO

r
L

NON-MOTORIZED
WAY

2" NMC
(LIGHTING)

POLYMER CONCRETE
HANDHOLE WITH
FRAME AND COVER
(SEE MNDOT
APPROVED PRODUCTS)
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